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Below is a sample of the 100 and 200 Hour Service Checklist for a MErcruiser 4.3L. Check with your service advisor for actual services on your boat.

A Service- 100 Hour Intervals/Annual:

___ Record engine hours

___ Run engine to bring oil to operating temperature

___ Remove engine oil

___ Remove oil filter (s)

___ Visually inspect hoses/clamps/belts

___ Install new oil filter (s)

___ Refill crankcase with oil

___ Run engine

___ Check for proper oil level

___ Clean bilge

___ Spray with corrosion inhibitor

___ Remove outdrive (s)

___ Inspect engine alignment

___ Replace gasket kit (s) and install drive (s)

___ Inspect and lubricate U-joints and splines

___ Inspect bellows and clamps

___ Change drive unit oil

___ Retorque connection of gimbal ring to steering shaft

___ Inspect/Lubricate gimbal bearing

___ Replace fuel filter (s)

___ Check steering system and remote control for loose,

    missing or damaged parts

___ Lubricate cables and linkages

Courtesy Check SD:

___ Check battery (s)

___ Inspect battery cables

___ Verify gauge operation

___ Inspect bilge pump operation

___ Inspect bilge blower operation

___ Verify nav. light operation

___ Verify horn operation

___ Verify VHF radio operation

___ Verify proper fluid levels

___ Inspect drain plug in/out of boat

___ Inspect skeg/prop condition

___ Inspect bellows

___ Inspect engine for fuel, oil and water leaks

___ Check/Clean sea strainer (if applicable)

___ Check steering operation

B Service- 200 Hour Intervals/Every Two Years:

___ Record engine hours

___ Run engine to bring oil to operating temperature

___ Remove engine oil

___ Remove oil filter (s)

___ Visually inspect hoses/clamps/belts

___ Install new oil filter (s)

___ Refill crankcase with oil

___ Run engine

___ Check for proper oil level

___ Clean bilge

___ Spray with corrosion inhibitor

___ Remove outdrive (s)

___ Inspect engine alignment

___ Replace gasket kit (s) and install drive (s)

___ Inspect and lubricate U-joints and splines

___ Inspect bellows and clamps

___ Change drive unit oil

___ Retorque connection of gimbal ring to steering shaft

___ Inspect/Lubricate gimbal bearing

___ Replace fuel filter (s)

___ Check steering system and remote control for loose,

    missing or damaged parts

___ Lubricate cables and linkages

___ Lubricate gimbal bearing and engine coupler

___ Check continuity circuit for loose or damaged connections

___ Test MerCathode unit output on Bravo models

___ Retorque engine mounts

___ Check spark plug wires

___ Replace spark plugs

___ Replace distributor cap (s) and rotor (s)

___ Replace PCV valve (s)

___ Clean flame arrestor

___ Check electrical system for loose, damaged or

    corroded fasteners

___ Inspect condition and tension of belts

___ Check cooling system and exhaust system hose clamps

    for tightness

___ Inspect both systems for damage or leaks

___ Replace seawater pump impeller (s) and inspect housing

___ Clean seawater section of closed cooling system

___ Clean, inspect and test pressure cap

Courtesy Check SD:

___ Check battery (s)

___ Inspect battery cables

___ Verify gauge operation

___ Inspect bilge pump operation

___ Inspect bilge blower operation

___ Verify nav. light operation

___ Verify horn operation

___ Verify VHF radio operation

___ Verify proper fluid levels

___ Inspect drain plug in/out of boat

___ Inspect skeg/prop condition

___ Inspect bellows

___ Inspect engine for fuel, oil and water leaks

___ Check/Clean sea strainer (if applicable)

___ Check steering operation
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